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FBG Parameter Selection Table

1、FBG type/size（FBG类型）:

          FBG in Single Mode Fiber

       FBG array in Single Mode Fiber

       FBG pair as fiber laser reflectors

Quantity（数量）:                    
3、FBG Wavelength（FBG波长范围）:         nm 

4、FBG Wavelength tolerance（光纤光栅波长公差 ）:           nm   (usually < 0.4nm)

5、apodized（切趾））: 

           yes 

           no

Grating length（光栅长度）: <           mm        (usually < 6mm.  and < 1 mm makeable)

7、Reflectivity（反射率）: >         %,<          %,~          %  

   (standard: >30%, >50%, >70%. but <0.01% and >99% makeable)

8、3dB bandwidth（3dB带宽）: <             nm (usally < 0.5 nm)

SLSR: >=          dB (usally > 15dB)

Fiber type（纤维类型）: 

           SMOF

           pure silica SMOF

           radiation hard SMOF

           customer supplied OF             
           Other                      
10、Core diameter（芯直径）:            μm (usually 9 μm)

11、Cladding diameter（包层直径）:                μm (usually 125 μm)   

12、Coating（涂层）: 

            Acrylate（丙烯酸）
           Polyimide（聚酰亚胺）
           carbon+polyimide（碳+聚酰亚胺）
          Ormocer（有机改性陶瓷）

Other                         
FBG position（FBG位置）:
In the middle of fiber
           fiber begin:        mm:  1st FBG:            mm:                              2rd FBG: ...             mm fiber end

14、Connector（连接器）:                  
15、extra info(optional)

额外信息（可选） :                    
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